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MontiPower   I   Part of Monti Group
MONTI – Werkzeuge GmbH
Reisertstr. 21   I   53773 Hennef   I  Germany
T +49 2242 9090 630
info@montipower.com
www.montipower.com

MontiPower   Americas
7677 Coppermine Drive
Manassas VA 20109
T +1 703 396 8777

Africa  - Americas  - Australasia   - Brazil  - China  - France  - Germany  - Holland  - India  - Japan  - Middle East  - Russia   - South East Asia  - UK
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Version 

Item Code

Belt color

Printing on belt

Inner ring color

Printing on Inner ring

Belt width

Belt diameter (outer)

Belt diameter (inner)

Weight

Maximum speed*

Operating speed (±5%)

Required flow pressure

Wire material

Belt 11mm “right”

BB-108R

Red

Bristle Blaster® I  EN1083-2  I  MONTI

White

MONTI  I Made in Germany

11 mm

110 mm

50 mm

30 g

4,000 rpm

2,200 rpm

5.2 bar I 75 psi

stainless steel

Belt 11mm “left”

BB-109L

Red

Bristle Blaster® I  EN1083-2  I  MONTI

White

MONTI  I Made in Germany

11 mm

110 mm

50 mm

30 g

4,000 rpm

2,200 rpm

5.2 bar I  75 psi

stainless steel

*according to EN 1083-2       


